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HYDRAULIC EXCAVATOR

OPERATING WEIGHT

CAT 365C L 67,600-71,600 kg
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HYDRAULIC EXCAVATOR

CAT 365C L

CAT C15  ENGINE WITH ACERTTM TECHNOLOGY

Net Power (ISO 9429) at 1800 rpm
Bore
Stroke
Displacement
Operating Weight 

302 kW/411 hp
137 mm
171 mm
15.2 liters
67,600-71,600 kg

HYDRAULIC SYSTEM

2x 400 l/min

360 l/min

320 bar
350 bar
350 bar
280 bar

90 l/min
41 bar

190 mm
1792 mm

200 mm
2118 mm

180 mm
1443 mm

200 mm
1457 mm

MAIN SYSTEM
     Maximum flow
SWING SYSTEM
     Maximum flow
     Maximum pressure
       Normal
       Heavy lift
       Travel
       Swing
PILOT SYSTEM
     Maximum flow
     Maximum pressure
BOOM CYLINDERS
     Bore
     Stroke
STICK CYLINDER
     Bore
     Stroke
VB FAMILY BUCKET CYLINDER
     Bore
     Stroke
WB FAMILY BUCKET CYLINDER
     Bore
     Stroke
     

BRAKES

Meets the standard ISO 10265:1998

CAB/FOGS

Meets ISO 10262

DRIVE

Maximum Travel Speed

Maximum Drawbar Pull

4.1 km/h

462 kN

SWING MECHANISM

Swing Speed

Swing Torque

6.5 rpm

205 kNm
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HYDRAULIC EXCAVATOR

CAT 365C L

DIMENSIONS

All dimensions are approximate

mm mm mm

A Shipping height (with bucket)
    Mass excavation boom 6950 mm
      2570 mm stick        4630
      3000 mm stick        4725
    Mass excavation boom 7000 mm
      2570 mm stick        4634
      3000 mm stick        4729
    Reach boom 7800 mm
      2570 mm stick        4155
      2840 mm stick        4173
      3600 mm stick        4361
      4150 mm stick        4590
      4670 mm stick        4955

B Shipping length
    Mass excavation boom 6950 mm
      2570 mm stick     12,199
      3000 mm stick     12,160
    Mass excavation boom 7000 mm
      2570 mm stick     12,615
      3000 mm stick     12,573
    Reach boom 7800 mm
      2570 mm stick     13,337
      2840 mm stick     13,307
      3600 mm stick     13,318
      4150 mm stick     13,316
      4670 mm stick     13,238

C Track width retracted
    650 mm shoes        3400
    750 mm shoes         3500
    900 mm shoes        3650
D Track length        5860
E  Length to centers of rollers     4705
F  Tails swing radius       4015
G Ground clearance         840
H Body height        3250
J   Cab height        3680
K  Body width*        3450
L  Track gauge
     extended        3250
     retracted        2750
M  Counterweight clearance       1540

*No mirrors or handrails
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